
Slide rail To install the slide rail, please refer to the manual in the slide rail kit.

 Installing HDD

A. Release 2 screws at rear HDD cage. Remove the cage by lifting it from the 
     server chassis and pulling it out from the hook.
B. Place the 3.5” HDD on the cage and fix HDD by 3 screws from both sides of HDD cage.
C. Repeat step B to install one 3.5“ HDD above 5.25” optical bay.
D. The 5.25” cage can be replaced by 3x3.5” internal HDD cage with additional 
     purchasing. Same installation step as step B, except the direction is opposite.
E.  Place the cage back and secure the cage with 2 screws.
F.  Connect the cables to the drives and motherboard.

 Installing PS/2 Power Supply

 Removing the Top Cover

A. Release 1 screw from rear panel , 2 screws from top cover and 2 screws from 
     both sides. 
B. Push the cover backword and lift it up to open the top cover. 
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 Major Components

 Two(2) middle fans for optimized cooling 

Three(3) internal 3.5” HDD supported 

or 
Three(3) internal 3.5” HDD supported (optional)  

One(1) external 5.25” optical bay supported

 PS/2 size power supply

Power on/off button                     System reset button                       
LAN2 LED            LAN1 LED            System HDD Activity LED           Power LED

 Front Panel Controls and Indicators

 
 Front access dual USB ports
 One(1) external 5.25” optical bay supported

   








 







One(1) rear fan for optimized cooling

 

  Rear Panel Controls and Indicators


Three (3) PCI slots via riser card or
Seven (7) low profile slots







C

 

 
 

 Installing Motherboard

 Installing External 5.25” Optical Drive

A. Remove the panel cover and four screws on the mounting cage.
B.  Slide the 5.25” optical drive into the cage and secure it with 4 screws from
     both sides. 
C. Place the cage back and make sure the drive is positioned with its front edge.
     Secure the cage with 4 screws.
D.  Connect the cables to the drives.
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A. Remove the power bracket by 2 screws.
B. Attach the power bracket to the PS/2 power supply. Secure it with 4 screws.
C. Connect the power supply to the power cord. Make sure the power cord goes 
    through the hole and place the power supply into position. Secure the power  
    bracket with 2 screws.
D. Connect the power cables to the motherboard.

A. Install the Female/Male hex brass posts over the desired threaded hole positions 
      matching the motherboard.
B. Use the motherboard plastic spacer if there is no mounting hole on the motherboard.
C.Carefully place the motherboard down and make sure to first align the threaded
     brass posts with the mounting holes on the motherboard. Failure to align with the 
    mounting holes might cause the posts to scratch and damage the motherboard’s 
    circuit traces.
D  Insert the screws into the holes to secure the motherboard to the chassis.
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